
MIL 250, MIL 400, MIL 600

KRAKA MIL 250 MIL 400 MIL 600
FOLDED TOTAL SIZE CENTIMETER CENTIMETER CENTIMETER

LENGTH 155 155 155
WIDTH 52 63 75
HEIGHT 40 43 55

DRIVE UNIT SIZE CENTIMETER CENTIMETER CENTIMETER

LENGTH 137 137 137
WIDTH 51 51 51
HEIGHT 32 32 32

FOLDED BOARD ONLY CENTIMETER CENTIMETER CENTIMETER

LENGTH 50 60 70
WIDTH 50 65 80
HEIGHT 40 40 40

INFLATED SIZE CENTIMETER CENTIMETER CENTIMETER

LENGTH 220 300 340
WIDTH 122 140 160
HEIGHT 40 40 40
DRAFT 25 30 30

BATTERY SIZE CENTIMETER

LENGTH (EXCL. HANDLE) 86
WIDTH 47
HEIGHT 8,2

WEIGHTS KILO KILO KILO

BOARD 20 30 45
BATTERY 35
DRIVE UNIT EXCL. BATTERY 28

ENGINE DATA
EMERGENCY BUTTON Yes
MECHANICAL CRUISE CONTROL Yes
APPROVED FOR AIRFREIGHT Yes, UN certified
WIRELESS UPDATES Yes/No Yes/No Yes/No
BATTERY CHARGING TIME 120 min 120 min 120 min
BATTERY RUNNING TIME 25-60 min 25-60 min 25-60 min
ENGINE POWER 11 Kw
WIRED THROTTLE Yes
DOUBLE SAFETY KILL CORD Yes
SAFETY DEPTH 2 meter 2 meter 2 meter
BATTERY TYPE Litihium-ion
BATTERY CAPACITY 3.8 kwh

FEATURES
CACHING 2 meter 2 meter 2 meter
AIRDROP 10 meter 10 meter 10 meter
SPEED 1 PERSON 18 knots 14 knots 10 knots
PAYLOAD 250 kilos 400 kilos 600 kilos
SELF DEPLOY SYSTEM Yes as option
SERVICE PROGRAM Yes as option
SPARE PART PROGRAM Yes as option
MODELS Air/dive/transport
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Get your Facts Straight

The board is designed and built to the 
highest level of detail, qualified for  
real life military situations when it  
comes to both capacity and reliability. 


